
Multikoppeling 
voor sanitair & riolering
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Diameter 32 tot 200mm

Gebruik voor boven- en  
ondergrondse aansluitingen,  
binnen of buiten

Temperatuurbestendigheid: -40°C  
tot + 120°C, tijdelijke temperatuur 
max. + 160°C

+0,6 bar tot -0,3 bar

Betrouwbare en duurzame oplossing

Eenvoudige installatie

5 jaar garantie
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Inox klemring

Vervaardigd in elastomeer

“Lock in place” systeem

Extern drukstraalweerstand 
tot 120 bar

Universeel
De multikoppeling UTC x UTC 
(mof-mof) maakt het mogelijk 
om alle afvoerleidingen met 
verschillende diameters en/of 
materiaalsoorten met elkaar te 
verbinden.  
Geschikt voor afvoer zonder druk.

Eenvoudig
Installatie in een oogwenk voor 
een betrouwbare en duurzame 
oplossing. 

“Lock in place” 
systeem
De inox klemringen zijn 
vergrendeld en goed geplaatst 
rond de koppeling. Ze blijven 
stevig zitten tijdens transport, 
opslag of installatie ter plaatse.
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Installatie
Geschikt voor binnen en buiten, boven - en ondergrondse aansluitingen.

Positioneer de buizen ten op 
zichte van elkaar.

Schuif de koppeling over één 
uiteinde van de buis.

Schuif de andere buis in de 
koppeling en draai de klemmen 
vast.
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EXTERNAL CONNECTIONS

+ Adaptor for different outside diameters

+ For above and below ground

+ External compression seal

+ Resistant to 0.6 bar

MAC
Adaptor Coupling

INSTALLATION

Adaptor Coupling MAC – for the external connection of all pipe sys-
tems with different outside diameters
The Adaptor Coupling MAC connects all plain ended pipes with diffe-
rent outside diameters and materials.  

The Adaptor Coupling MAC can be used for applications above and 
below ground as well as inside and outside of buildings.

When changing nominal diameters, the flow direction needs consi-
deration.

Position plain ended pipes. Slide adaptor coupling over one plain end. Push other plain ended pipe into adaptor 
coupling and tighten clamps. 

DESCRIPTION

Adaptor Coupling MAC for the external connection of all plain ended pipe systems with diffe-
rent outside diameters for applications above and below ground as well as inside and outside 
of buildings.

Pipe 1 DN/Material  __________________
Pipe 2 DN/Material  __________________

Article Number __________________
____ Qty   ____ Price/Unit   ____ Total

Manufacturer: MÜCHER DICHTUNGEN®, D-50226 Frechen, T +49 2234 928 03-0, F-55
Pressure Tightness: 0.6 bar water / -0.3 bar vacuum
Jetting Resistance: 120 bar
Sealing Material: EPDM rubber with lock in place profile according to DIN EN 681-1
Stainless Steel:  AISI 304/1.4301, alternatively AISI 316/1.4404 according to DIN EN 

10088-2
Temperature Resistance: -40°C to +120°C, temporary max. temperature +160°C
Standard/Approval: DIN EN 16397-2, European Technical Approval ETA-09/0248, CE16

TECHNICAL SPECIFICATION
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